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Li-ion batteries have made a great impact on society, recognized 
recently by the Nobel Prize in Chemistry1,2. Following decades 
of commercialization, Li-ion batteries are rapidly approach-

ing their theoretical limit in energy density, motivating the revival 
of Li metal chemistry3–6. Nevertheless, the implementation of Li 
metal batteries is plagued by their poor cycle life4,5. Uncontrollable 
side reactions between Li metal and electrolytes form a chemi-
cally unstable and mechanically fragile solid–electrolyte interphase 
(SEI). The SEI easily cracks during cycling, leading to dendritic 
growth, ‘dead Li’ formation and irreversible Li inventory loss4. 
Electrolyte engineering tunes both the SEI structure and chemistry, 
making it a critical and pragmatic approach to enabling Li metal 
anodes7,8. For a promising electrolyte, several key requirements 
must be simultaneously met9–11: (1) consistently high Coulombic 
efficiency (CE) to minimize Li loss, including in the initial cycles, 
(2) functionality under lean electrolyte and limited-excess Li condi-
tions for maximum specific energy, (3) oxidative stability towards 
high-voltage cathodes, (4) reasonably low salt concentration for 
cost-effectiveness and (5) high boiling point and non-flammability 
for safety and processability.

Recent works on electrolyte engineering improved the cyclability 
of Li metal batteries, including salt additive optimization12, solvent 
ratio modification13,14 and liquefied gas electrolyte15. In particular, 
high-concentration electrolytes16,17 and localized high-concentration 
electrolytes11,18–22 were recognized to be the most effective methods. 
The high-concentration electrolytes successfully reduced the free 
solvent molecules within the Li+ solvation structure, leading to a 
primarily inorganic SEI and better Li cyclability. A whole family 

of fluorinated diluent molecules were further developed to form 
localized high-concentration electrolytes, compensating the high 
viscosity of high-concentration electrolytes. Despite these advances, 
current electrolyte design methodology is still not ideal. The diluent 
molecules used in localized high-concentration electrolytes are Li 
metal compatible yet hardly able to solvate Li+ ions by themselves. 
As a consequence, small amounts of unstable solvents (for example 
sulfolane19, triethyl phosphate21 or dimethyl carbonate22) are neces-
sary for salt dissolution, reducing but not eliminating undesirable 
parasitic reactions. These persistent side reactions with the solvent 
molecules lead to low CE in the initial cycles. Therefore, designing 
new solvent molecules that are stable towards Li metal while still 
maintaining the capability of solvating Li+ is highly desirable.

In this work, fluorinated 1,4-dimethoxylbutane (FDMB, Fig. 1) 
is synthesized by selectively functionalizing lengthened ether back-
bones with –CF2– groups. Our design enables the FDMB molecule 
to solvate Li+ ions with a unique Li–F interaction that is beneficial to 
both Li metal anode compatibility and high-voltage tolerance. Paired 
with 1 M lithium bis(fluorosulfonyl)imide (LiFSI) in a single-salt, 
single-solvent formulation, this 1 M LiFSI/FDMB electrolyte not 
only endows Li metal with an ultrathin SEI (~6 nm) observed by 
cryogenic transmission electron microscopy (cryo-TEM) and 
high CE (~99.52%) along with a fast activation process (CE > 99% 
within five cycles), but also achieves >6 V oxidative stability. The 
limited-excess Li|NMC (lithium nickel manganese cobalt oxide) 
full cells retain 90% capacity after 420 cycles with an average CE 
of 99.98%. Industrial anode-free Cu|NMC811 (LiNi0.8Mn0.1Co0.1O2) 
pouch cells achieve ~325 Wh kg−1 single-cell energy density, 
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while Cu|NMC532 (LiNi0.5Mn0.3Co0.2O2) ones show a record-high  
80% capacity retention after 100 cycles. Furthermore, the 1 M  
LiFSI/FDMB electrolyte is less flammable than commercial elec-
trolytes and can be synthesized at large scale with low cost. Our 
electrolyte formulation satisfies the stringent requirements for a 
practical Li metal battery outlined above.

Molecular design
To target a desired electrolyte solvent molecule, the ether backbone 
is chosen here due to its ability to solvate Li+ ions and benefit Li 
metal anodes18,23,24; however, ethers usually show poor oxidation 
stability7,18,23–25, which seriously affects the battery performance 
when high-voltage cathodes are applied. Therefore, we propose two 
critical design concepts to ensure the oxidative stability as well as 
the Li cycling efficiency. First, the alkyl chain in the middle of a 
commonly used ether electrolyte structure, 1,2-dimethoxylethane 
(DME, Fig. 1a), is lengthened to obtain 1,4-dimethoxylbutane 
(DMB, Fig. 1b). The motivation is to take advantage of the robust-
ness of a longer alkyl chain26,27 while still maintaining the abil-
ity to solvate Li salt and conduct Li+ ions. Second, –F groups are 
introduced to further enlarge the oxidation window and Li metal 
compatibility28,29. Nonetheless, it is known that only when the –F 
groups are distant from –O– groups can the solvation ability of the 
ether be maintained11,18–22. Hence only the central part of the DMB 
backbone is replaced with –CF2– (Fig. 1c, orange part) while the 
–O– is still linked to CH3– and –CH2– (Fig. 1c, light-blue part). As 
a result, the obtained FDMB molecule (Fig. 1c) is expected to be 
stable to both Li metal anodes and high-voltage cathodes. FDMB is 
an organic molecule that has never been reported; however, the ease 
of one-step synthesis and low costs of reagents endow FDMB with 
promise for large-scale commercialization (Supplementary Table 1 
and Syntheses).

After the syntheses, the physicochemical properties of DMB 
and FDMB are determined: both show high boiling points (135 °C 
for DMB and 150 °C for FDMB; Supplementary Fig. 1). These sol-
vents are further made into electrolytes with 1 M LiFSI salt, and 
they all (in the order of 1 M LiFSI/DME, 1 M LiFSI/DMB and 1 M  
LiFSI/FDMB hereafter) show high ion conductivities (21.9, 3.8, 
3.5 mS cm−1), high Li+ transference numbers (0.39, 0.45, 0.48), low 
viscosities (0.58, 2.7, 5.0 cp), reasonable densities (0.966, 0.951, 
1.25 g ml−1) and low Li metal stripping/deposition overpotentials 
(~10, ~20, ~40 mV) (Supplementary Figs. 1–5). In particular, 
the 1 M LiFSI/FDMB is less flammable compared with the con-
ventional carbonate electrolyte (Supplementary Video). Density 
functional theory (DFT) calculations show lower highest occu-
pied molecular orbital levels for LiFSI/DMB and LiFSI/FDMB 
electrolytes compared with the DME case, corresponding semi-
quantitatively to higher theoretical oxidation voltages30 (5.48 V for 
LiFSI/DME, 5.52 V for LiFSI/DMB and 6.14 V for LiFSI/FDMB; 
Supplementary Fig. 6).

To experimentally verify the above-mentioned design principles, 
both high-voltage tolerance and Li metal CE are evaluated. Linear 
sweep voltammetry (LSV) measurements on Li|Al cells are con-
ducted to determine the oxidation voltage (Fig. 1d). Unlike the low 
oxidation voltage of 1 M LiFSI/DME (~3.9 V)23, 1 M LiFSI/DMB 
and 1 M LiFSI/FDMB show considerable high-voltage tolerance 
by giving oxidation voltages at ~5.2 V and >6 V, respectively. The 
potentiostatic polarization tests provide more accurate information 
on oxidation voltage, which is <4 V for 1 M LiFSI/DME, ~4.8 V for 
1 M LiFSI/DMB and >5 V for 1 M LiFSI/FDMB (Supplementary 
Fig. 7). Scanning electron microscopy (SEM) images prove that Al 
foil remains intact in 1 M LiFSI/FDMB whereas it is corroded and 
cracked in DME or DMB electrolyte when holding at 5.5 V for three 
days (Supplementary Fig. 8).
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Fig. 1 | Design concepts and electrochemical stability of electrolytes studied in this work. a–c, Design scheme and molecular structures of three liquids 
studied in this work: DME (a), DMB (b) and FDMB (c). d, Oxidation stability of three electrolytes in Li|Al half cells detected by LSV. e,f, Cycling (e) and 
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shown here.
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The CEs of Li metal anodes are measured to confirm the cycling 
efficiency (Fig. 1e,f). 1 M LiFSI/DME is unstable with long-term 
cycling in Li|Cu half cells; however, the Li metal CE vastly improves 
when using 1 M LiFSI/DMB. Albeit still low for the initial few tens 
of cycles, the CE of 1 M LiFSI/DMB stabilizes at ~98.8% with cycling 
(Supplementary Fig. 9). By contrast, 1 M LiFSI/FDMB repeatably 
offers high first-cycle CE (~97.6%) and a rapid ramp-up to >99% 
within only five cycles (Fig. 1e and Supplementary Fig. 10), which is 
the fastest activation observed so far13–15,17,22,31–33. After this five-cycle 
activation, the CE maintains an average of 99.3% for over 300 cycles 
(Supplementary Fig. 9). Aurbach CE tests34, which better evaluate 
the efficiency of Li cycling on a Li metal substrate, further prove the 
benefit of the FDMB design by showing a substantially improved 
CE (99.52%) compared with both DMB (97.7%) and DME (98.4%) 
(Fig. 1f and Supplementary Fig. 11). This CE is one of the highest 
among the state-of-the-art electrolytes11,15,21,22. The slightly higher 
overpotential shown in the FDMB cells (Fig. 1f and Supplementary 
Figs. 3 and 4) may be attributed to the moderate ion conductivity 
and high SEI resistance, as well as the densely packed Li morphol-
ogy (that is low surface area)35 in 1 M LiFSI/FDMB.

On the basis of the structure of FDMB, we further lengthen 
the carbon chain to synthesize fluorinated 1,5-dimethoxylpentane 
(FDMP, Syntheses) as the electrolyte solvent. As expected, high CE 
(~99%), fast activation (CE > 99% within two cycles) and oxida-
tion stability (>6.5 V) are achieved with LiFSI/FDMP electrolytes 
(Supplementary Fig. 12), proving that our design principle can be 
expanded to a whole new family of solvent molecules.

Performance of practical Li metal batteries
The extraordinary Li metal performance along with high-voltage 
stability makes 1 M LiFSI/FDMB promising for practical Li metal 
batteries. Two types of Li metal battery are examined here: Li metal 
full cells with limited-excess Li, and anode-free pouch cells36–39 
(Fig. 2a). Both are considered as promising constructions for 
high-energy-density Li metal batteries. Figure 2b, c demonstrates 
Li metal battery performance where thin Li foils (50- and 20-μm 
thickness, 10- and 4-mAh-cm−2 capacity, respectively) are used as 
the limited-excess Li source. As shown in Fig. 2b, the cell capacity  
markedly decreases within 20 cycles when 1 M LiFSI/DME or the 
conventional electrolyte, 1 M LiPF6 in ethylene carbonate/ethyl 
methyl carbonate (EC/EMC = 3/7) plus 2-wt% vinylene carbonate 
(VC), is used. By contrast, 1 M LiFSI/DMB prolongs the cycle life 
to ~50 cycles. Its high-voltage stability enables a better performance 
than DME, but the Li metal stability is still poor, showing notable 
capacity drop after 50 cycles. This can be further confirmed by its 
fast failure in Cu|NMC cells (Supplementary Fig. 13). In contrast, 
1 M LiFSI/FDMB enables a 90% capacity retention even after 420 
cycles with a high average CE of >99.98%. Moreover, this 1 M  
LiFSI/FDMB battery also survives several unexpected temperature 
fluctuations (Fig. 2b,c). This tolerance proves the robustness of  
1 M LiFSI/FDMB. When the negative/positive capacity ratio is fur-
ther reduced to ~2.5 and the electrolyte/cathode ratio is lowered 
to ~6 g Ah−1, 1 M LiFSI/FDMB can still maintain stable battery 
cycling for >210 cycles (Fig. 2c). In addition to NMC532 batteries,  
1 M LiFSI/FDMB maintains outstanding long-term cyclability and 
rate capability under other conditions such as NMC811 or LFP 
(LiFePO4) cathodes, different cathode areal capacities, various  
limited-excess Li amounts and lean electrolyte (Supplementary 
Figs. 14–16).

Furthermore, aggressive anode-free pouch cells using 1 M 
LiFSI/FDMB are tested to realize high specific energy. Industrial 
dry pouch cells were purchased and directly tested after adding 
the electrolyte. The critical parameters such as total capacity (200–
250 mAh), areal loading (~3–4 mAh cm−2), active material content 
(~96%), electrolyte amount (~2 g Ah−1), pressure (~250 kPa) and 
temperature (ambient, uncontrolled 18–25 °C) are all at practical  
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levels9,10 (Supplementary Table 2). Figure 2d shows the per-
formance of the anode-free pouch cells. The Cu|NMC532 cell 
maintains its 80% capacity for 100 cycles, while the Cu|NMC622 
(LiNi0.6Mn0.2Co0.2O2) and Cu|NM811 cells achieve 80 cycles and 
70 cycles, respectively. It is worth noting that all cells were cycled 
with 100% depth of discharge, and this performance is one of the 
highest among the state-of-the-art anode-free cells (Supplementary  
Table 3). Additionally, the Cu|NMC811 cells exhibit a high spe-
cific energy of ~325 Wh kg−1, determined from the total weight of  
the pouch. We believe that the specific energy can be further increased 
if single cells with higher total capacity (for example Ah-level  
cylinder or pouch cells) are investigated. To fulfil special bat-
tery applications, the fast-discharge capability of the Cu|NMC622  
pouch cell is examined, and 80% capacity is retained after ~60 
cycles (Fig. 2e). More anode-free coin or pouch cells are cycled 
under different conditions and they all show superior cycle life 
(Supplementary Figs. 13 and 17–19). For example, the home-made 
Cu|NMC811 pouch cell realizes 80% retention for over 90 cycles. 
The anode-free pouch cells maintain shiny and silver-coloured Li 
metal deposition even after 100 cycles, while generating little gas 
(Supplementary Fig. 20).

Li metal morphology and SEI structure
The Li metal deposition morphology and SEI nanostructure are 
carefully studied. When the 1 M LiFSI/DME or 1 M LiFSI/DMB is 
applied in Cu|NMC532 anode-free cells after 10 cycles, the Li struc-
ture on Cu is dendritic and porous (Fig. 3a,b and Supplementary 
Figs. 21–23). By contrast, with the 1 M LiFSI/FDMB electrolyte, 
the 2.7 mAh cm−2 Li deposited on Cu (~14 μm thick theoretically 
while ~20 μm observed) shows densely packed, flat, large grains 
even after 70 cycles (Fig. 3c,d and Supplementary Figs. 22 and 23).  
The morphology is highly beneficial to reducing the surface area 
for SEI growth as well as suppressing dead Li formation, leading 

to an ideal cycling performance18,20,37. The Li metal morphology of 
Li|NMC532 cells provides similar results as well (Supplementary 
Figs. 22 and 24).

Furthermore, cryo-TEM40 is utilized to characterize the compact 
SEI41 structure. In 1 M LiFSI/DME, the SEI layer is relatively thick 
(~10 nm) and non-uniform; however, an ultrathin (~6-nm) and 
amorphous SEI is observed on Li when 1 M LiFSI/FDMB is applied 
(Fig. 3e,f). Instead of containing wrinkles or non-uniform domains 
as does the SEI observed in 1 M LiFSI/DME or other conventional 
electrolytes41–43, the SEI in 1 M LiFSI/FDMB exhibits extraordi-
nary uniformity according to the fast Fourier transform (Fig. 3e,f 
insets). This is also one of the thinnest compact SEIs observed to 
date11,40–43. This feature can effectively reduce the Li consumption 
from SEI formation during each cycle, thus improving the CE44. 
Cryogenic energy dispersive X-ray spectroscopy shows that the 
SEI is rich in F, S and O, consistent with a heavily anion-derived 
SEI11 (Supplementary Fig. 25). The F 1s spectra of X-ray photo-
electron spectroscopy (XPS) conducted for the Li metal surface 
further support this argument (Fig. 3g,h). The peaks assigned 
to LiFSI (~688 eV) in 1 M LiFSI/FDMB have similar intensities 
throughout the depth profiling, indicating uniform SEI, while those 
in 1 M LiFSI/DME show large variation with sputtering. The XPS 
spectra of other elements and during Li|Li cell cycling are consis-
tent with this conclusion (Supplementary Figs. 26 and 27). Albeit 
thin and uniform for the compact SEI, ion-insulating species such 
as LiFSI, –SOx and Li2Sx, which correlate with the high SEI resis-
tance, are detected by XPS on the Li surface in 1 M LiFSI/FDMB 
(Supplementary Figs. 26 and 27). However, the SEI resistance in 1 M  
LiFSI/FDMB gradually stabilizes with resting while that in DME 
or DMB continuously grows (Supplementary Fig. 4). These results 
indicate that the SEI formed in 1 M LiFSI/FDMB not only is more 
anion derived but also self-passivates and provides better protection 
for Li metal anodes over time.
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Li–F interaction and solvation structure
The electrolyte chemistry is studied to provide a better under-
standing of the performance and SEI formation. Unlike typical  
transparent and colourless electrolytes, 1 M LiFSI/FDMB is  
brownish in colour (Fig. 4a and Supplementary Fig. 28). The 
NMR study rules out the possibility of impurity or decomposi-
tion (Supplementary Fig. 29). In addition, when Li salts with 
other anions are dissolved in FDMB, they all show similar colours;  

nevertheless, when Na or K salts or ionic liquids are dissolved, only 
colourless solutions are obtained (Supplementary Fig. 30). These 
tests indicate that there are some unique Li+–solvent interactions in 
1 M LiFSI/FDMB.

To check the coordination structure, a single crystal of lithium 
triflate (LiTf) cocrystallized with FDMB was obtained (Fig. 4b, 
Single crystals and Crystallographic Data 1). LiTf is chosen because 
it is structurally similar to LiFSI yet much easier to crystallize.  
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The crystal structure demonstrates that the Li–FFDMB (2.935 Å) dis-
tance is similar to that of Li–OFDMB (2.023 Å), thereby indicating 
a weak yet existing interaction between Li+ ions and F atoms on 
FDMB45. This Li–F interaction can be rationalized by the electro-
static potential (ESP) calculations, which strongly correlate with 
non-covalent interactions46 (Fig. 4c–e). The isopotential surfaces of 
DME and DMB show similar trends, where the negative parts only 
concentrate on O atoms. Nevertheless, the isopotential surface of 
FDMB is completely different: the negative charge is almost equally 
located at both OFDMB and FFDMB atoms and contributes to the coor-
dination with positive Li+.

Molecular dynamics (MD) simulations are conducted to fur-
ther corroborate the coordination structures (Fig. 4f–h). The DME 
molecule coordinates with the Li+ ion like a ‘clamp’ with both its 
–O– groups (Fig. 4f and Supplementary Fig. 31). Such a coordina-
tion geometry is well known in both liquid47 or polymer48 electrolyte 
systems and single crystals49. For DMB, the majority of Li+–solvent 
coordination structures are ‘linear’, where only one –O– group 
on DMB is bound with one Li+ ion (Fig. 4g and Crystallographic 
Data 2); however, the clamp coordination can still be found as a 
minority (Supplementary Fig. 32). Different from either DME or 
DMB, a five-member ring structure is observed in LiFSI/FDMB 
where the Li+ ion is bound simultaneously with OFDMB and FFDMB 
atoms (Fig. 4h and Supplementary Fig. 33). This coordination 
matches well with the above-mentioned single-crystal result, and 
can be further cross-validated by simulated radial distribution func-
tions (Supplementary Fig. 34), Fourier-transform infrared spectra 
(Supplementary Fig. 35) and 19F-NMR (Fig. 4i). With the LiFSI 
concentration increasing, the 19F peak on FDMB shows an upfield 
shift, indicating Li–F interaction18. The measured ultraviolet–visible 
spectrum of 1 M LiFSI/FDMB matches well with the calculated one, 
where the broad absorption in the visible range causes the brownish 
colour (Fig. 4j and Supplementary Fig. 36).

Finally, the difference in coordination leads to non-negligible 
differences in the Li+ solvation sheath. The average ratio of solvation 
bindings from FSI− anions to those from solvent (coordination pro-
vided by FSI− anions and solvent surrounding one Li+ ion) is 2.31:1 
for DME and 2.29:1 for DMB, respectively (Fig. 4f,g). Nevertheless, 
the FSI−/solvent ratio in the Li+ solvation sheath is vastly increased, 
to 3.29:1, in 1 M LiFSI/FDMB (Fig. 4h), which suggests that FDMB 
performs poorly in dissociating ion pairs despite its contribution 
from Li–F interaction. The uncoordinated ether band (that is free 
solvent) dominates in the Fourier-transform infrared spectra of 1 M 
LiFSI/FDMB (Supplementary Fig. 35), proving the weak solvation 
ability of FDMB. This argument is also consistent with the 7Li-NMR, 
where the peak of 1 M LiFSI/FDMB is shifted upfield, which is an 
indication of better anion shielding effect (Supplementary Fig. 37). 
With more anions participating in the Li+ solvation, 1 M LiFSI/FDMB  
is expected to mitigate harmful parasitic reactions on Li metal ano
des11,18–22,50. This is consistent with the ultrathin SEI observed by 
cryo-TEM and the evenly distributed SEI composition with XPS 
depth profiling. Meanwhile, FSI− anions are tightly bound in such a 
solvation environment, so Al corrosion caused by FSI− can be sup-
pressed19,51 (Supplementary Fig. 8), thus showing higher oxidation 
stability for 1 M LiFSI/FDMB. In summary, the Li–F interaction and 
special solvation structure in the 1 M LiFSI/FDMB electrolyte not 
only result in the unconventional electrolyte colour but also greatly 
stabilize both Li metal and cathode, further leading to excellent per-
formance in Li metal full batteries (Fig. 4k).

Conclusions
In this work, a low-concentration, additive-free electrolyte is 
developed using a rationally designed solvent molecule, FDMB, 
solely as the solvent, and LiFSI as the single salt. A unique Li–F 
interaction is observed in 1 M LiFSI/FDMB. This coordination 
further leads to higher anion content in the Li+ solvation sheath, 

endowing the electrolyte simultaneously with Li metal compatibil-
ity and high-voltage stability. Therefore, 1 M LiFSI/FDMB promises 
a high CE (99.52%) with fast activation (>99% within five cycles) 
in Li|Cu half cells, and >6 V oxidative stability. A thin SEI layer 
(~6 nm) is observed by cryo-TEM while favourable densely packed 
Li morphology is shown by SEM in Cu|NMC cells after long-term 
cycling. Furthermore, over 420 cycles for a limited-excess Li|NMC 
full cell are achieved with an average CE of 99.98%, during which 
even several temperature fluctuations are overcome. Industrial 
hundreds-of-mAh Cu|NMC532 pouch cells are found to main-
tain 80% capacity retention for 100 cycles, while the Cu|NMC811 
ones exhibit a high single-cell specific energy of ~325 Wh kg−1. The 
molecular design concept in this work provides a new direction for 
electrolyte engineering.

Methods
Materials. 2,2,3,3-Tetrafluoro-1,4-butanediol was purchased from SynQuest. 
1,4-Butanediol, methyl iodide, sodium hydride (60% in mineral oil) and other 
general reagents were purchased from Sigma-Aldrich or Fisher Scientific. 
All chemicals were used without further purification. LiFSI was purchased 
from Oakwood and Fluolyte; LiTFSI was provided by Solvay; LiTf, VC and 
fluoroethylene carbonate were purchased from Sigma-Aldrich. DME (99.5% 
over molecular sieves) was purchased from Acros. The 1 M LiPF6 in EC/EMC 
(LP57), 1 M LiPF6 in EC/DMC (dimethyl carbonate) (LP30) and 1 M LiPF6 in EC/
DEC (diethyl carbonate) (LP40) were purchased from Gotion. The commercial 
Li battery separator Celgard 2325 (25 μm thick, polypropylene/polyethylene/
polypropylene) was purchased from Celgard and used in all coin cells. Thick Li foil 
(~750 μm thick) and Cu current collector (25 μm thick) were purchased from Alfa 
Aesar. Thin Li foils (~50 μm and ~20 μm thick) were provided by Hydro-Québec. 
Commercial LFP and NMC532 cathode sheets were purchased from MTI, and 
NMC811 cathode sheets were purchased from Targray (~2-mAh-cm−2 areal 
capacity for all sheets). Industrial dry Cu|NMC532, Cu|NMC622 and Cu|NMC811 
pouch cells were purchased from Hunan Li-Fun Technology. Other battery 
materials, such as 2032-type coin-cell cases, springs and spacers, were all purchased 
from MTI.

Syntheses. DMB (Supplementary Figs. 40–42): To a round-bottom flask were 
added dry tetrahydrofuran (THF) and 1,4-butanediol. The solution was cooled 
to 0 °C and then 2.5 equivalents of sodium hydride were added slowly. Bubbling 
was observed upon sodium hydride addition. Then, 2.5 equivalents of methyl 
iodide were added dropwise to the stirring suspension followed by heating to 
reflux overnight. The mixture was then filtered off and the solvents were removed 
under vacuum. The crude sample was vacuum distilled to yield the final product 
as a colourless liquid. The product was then filtered off through a 0.45-µm 
polytetrafluoroethylene filter and moved to an argon glovebox for further use. 
Yield: 76%. 1H-NMR (400 MHz, d6-DMSO, δ/ppm): 3.30–3.27 (m, 4 H), 3.20  
(s, 6 H), 1.51–1.48 (m, 4 H). 13C-NMR (100 MHz, d6-DMSO, δ/ppm): 72.36,  
58.37, 26.50.

FDMB (Supplementary Figs. 43–46): The same procedure as for DMB 
synthesis was used, except that 1,4-butanediol was changed to 2,2,3,3-tetrafluoro-
1,4-butanediol. Yield: 85%. 1H-NMR (400 MHz, d8-THF, δ/ppm): 3.85–3.76 (m, 4 H),  
3.42 (s, 6 H). 13C-NMR (100 MHz, d8-THF, δ/ppm): 119.09–114.06, 69.54–69.02, 
59.48. 19F-NMR (376 MHz, d8-THF, δ/ppm): –123.50 to –123.58 (m, 4 F).

FDMP (Supplementary Figs. 47–50): The same procedure as for DMB synthesis 
was used, except that 1,4-butanediol was changed to 2,2,3,3,4,4-hexafluoro-
1,5-pentanediol. Yield: 89%. 1H-NMR (400 MHz, d8-THF, δ/ppm): 3.92–3.84  
(m, 4 H), 3.43 (s, 6 H). 13C-NMR (100 MHz, d8-THF, δ/ppm): 119.02–108.86, 
69.31–68.79, 59.56. 19F-NMR (376 MHz, d8-THF, δ/ppm): –121.44 to –121.52  
(m, 4 F), –127.66 (s, 2 F).

Electrolytes. All the electrolytes were made and stored in argon-filled glovebox 
(Vigor, oxygen <0.01 ppm, water <0.01 ppm). LiFSI (1,122 mg) or LiTFSI (1,722 mg) 
was dissolved and stirred in 6 ml DME, DMB or FDMB to obtain 1 M LiFSI/DME, 
1 M LiFSI/DMB, 1 M LiFSI/FDMB, 1 M LiTFSI/DME, 1 M LiTFSI/DMB or 1 M  
LiTFSI/FDMB, respectively. The LP57 with 2-wt% VC and LP30 were used as 
control electrolytes.

Theoretical calculations. DFT: The molecular geometries for the ground states 
were optimized by DFT at the B3LYP/6–311G + (d, p) level, and then the energy, 
orbital levels and ESPs of molecules were evaluated at the B3LYP/6–311G + (d, p) 
level as well. All the DFT calculations were carried out with the Gaussian 09 
package.

MD simulations: Molecules and ions were described by the optimized 
potentials for a liquid simulations all-atom (OPLS-AA)52 force field. Partial 
charges on solvent (that is DME, DMB and FDMB) atoms were computed 
by fitting the molecular ESP at the atomic centres with the Møller–Plesset 
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second-order perturbation method with the correlation-consistent polarized 
valence cc-pVTZ(-f) basis set53. The simulation boxes were cubic with a side 
length of about 6 nm and contained 1 M LiFSI solvated in different solvents. 
During simulations, the temperature was controlled at 300 K using a Nosé–Hoover 
thermostat with a relaxation time of 0.2 ps and the pressure was controlled at 
1 bar using a Parrinello–Rahman barostat with a relaxation time of 2.0 ps. All MD 
simulations were conducted with the GROMACS 2018 program54 for 50 ns, and the 
last 20 ns were used for analysis. Li+ ion solvation structures were analysed with a 
self-written script based on the MDAnalysis Python module55.

Material characterizations. 1H-, 13C- and 19F-NMR spectra were recorded on a 
Varian Mercury 400-MHz NMR spectrometer and 7Li-NMR spectra were recorded 
on a UI 300-MHz NMR spectrometer at room temperature. Fourier-transform 
infrared spectra were measured using a Nicolet iS50 with a diamond attenuated 
total reflectance attachment. An FEI Titan 80–300 environmental (scanning) 
transmission electron microscope and a Gatan 626 holder were used for cryo-TEM 
experiments. Cryo-TEM sample preparations prevent air reaction and beam 
damage, as described previously40,42,43. Low-dose electron exposure procedures were 
employed using a Gatan OneView complementary metal–oxide–semiconductor 
camera, with 1,000-e−-Å2 total dosage. The transmission electron microscope 
is equipped with an aberration corrector in the image-forming lens, which was 
tuned before imaging. An FEI Magellan 400 XHR scanning electron microscope 
was used for SEM and energy-dispersive X-ray spectroscopy characterizations. A 
Bruker D8 Venture X-ray diffractometer was used for single-crystal data collection. 
For XPS measurements, each Li foil (soaked in the electrolyte for 4 d or after 
Li|Li cell cycling) was washed with the corresponding solvent for 30 s to remove 
the remaining electrolyte. The samples were transferred and sealed into the XPS 
holder in the argon-filled glovebox. The XPS profiles were collected with a PHI 
VersaProbe 1 scanning XPS microprobe. Viscosity measurements were carried 
out using an Ares G2 rheometer (TA Instruments) with an advanced Peltier 
system at 25 °C. A Karl-Fisher titrator was used to determine the water content in 
electrolytes. Ultraviolet–visible spectra were collected using an Agilent Cary 6000i 
ultraviolet–visible–near-infrared instrument.

Electrochemical measurements. All battery components used in this work 
were commercially available and all electrochemical tests were carried out in a 
Swagelok-cell, 2032-type coin-cell or pouch-cell configuration. All cells were 
fabricated in an argon-filled glovebox, and one layer of Celgard 2325 was used as 
a separator. Electrochemical impedance spectroscopy, Li+ transference number 
(LTN), LSV and pouch-cell cycling were carried out on a Biologic VMP3 system. 
The cycling tests for coin cells were carried out on an Arbin system or Land 
instrument. The electrochemical impedance spectroscopy measurements were 
taken over a frequency range of 7 MHz to 100 mHz. For the LTN measurements, 
10-mV constant voltage bias was applied to Li|Li cells. The anodic constant-voltage 
tests were carried out over a voltage range of –0.1 to 2 V for three cycles in Li|Cu 
cells, while the cathodic LSV tests were over a voltage range of 2.5 to 7 V. For 
Li|Cu half-cell CE cycling tests, ten precycles between 0 and 1 V were initialized 
to clean the Cu electrode surface, and then cycling was done by depositing 1 (or 
0.5) mAh cm−2 of Li onto the Cu electrode followed by stripping to 1 V. The average 
CE is calculated by dividing the total stripping capacity by the total deposition 
capacity after the formation cycle. For the Aurbach CE test34, a standard protocol 
was followed: (1) perform one initial formation cycle with Li deposition of 
5 mAh cm−2 on Cu under 0.5-mA-cm−2 current density and stripping to 1 V; (2) 
deposit 5-mAh-cm−2 Li on Cu under 0.5 mA cm−2 as a Li reservoir; (3) repeatedly 
strip/deposit Li of 1 mAh cm−2 under 0.5 mA cm−2 for 10 cycles; (4) strip all Li to 
1 V. The Li|NMC and Cu|NMC full cells were cycled with the following method 
(unless specially listed): after the first two activation cycles at C/10 charge/
discharge (or 0.1-C charge 0.3-C discharge for anode-free pouch cells), the cells 
were cycled at different rates. Then a constant-current–constant-voltage protocol 
was used for cycling: cells were charged to top voltage and then held at that voltage 
until the current dropped below C/20. The NMC532 coin cells were cycled between 
2.7 and 4.2 V or 3.0 and 4.2 V; the NMC532 pouch cells were cycled between 2.7 
and 4.2 V or 2.7 and 4.3 V; the NMC622 pouch cells were cycled between 2.7 and 
4.4 V; the NMC811 coin cells were cycled between 2.8 and 4.4 V; the NMC811 
pouch cells were cycled between 2.8 and 4.4 V or 3.0 and 4.4 V. For anode-free 
pouch cells, the current was tuned to guarantee the cycling time. All cells were 
cycled under ambient conditions without temperature control.

Single crystals. LiTf/FDMB (Crystallographic Data 1 and Supplementary Fig. 
51): Anhydrous LiTf was predried at 110 °C in an argon-filled glovebox for 3 d. 
LiTf (0.3 mg) was added to 200 μl FDMB and the suspension was sonicated until 
a coloured solution formed. The solution was left undisturbed and open capped 
in the glovebox for over a week to obtain coloured flake-like crystals. A suitable 
crystal was selected and mounted on a Bruker D8 Venture diffractometer. The 
crystal was kept at 100 K during data collection. Using Olex2 (ref. 56), the structure 
was solved with the SIR2014 (ref. 57) structure solution program using Direct 
Methods and refined with the SHELXL58,59 refinement package using least-squares 
minimization. Crystallographic data of LiTf/FDMB have been submitted to the 
Cambridge Crystallographic Database (reference number CCDC 1935863).

LiTf/DMB (Crystallographic Data 2 and Supplementary Fig. 52): The same 
crystal growth method as for LiTf/FDMB was used except that 0.1 mg LiTf was 
dissolved in 200 μl DMB. The obtained crystals were colourless and needle-like. 
Crystallographic data of LiTf/DMB have been submitted to the Cambridge 
Crystallographic Database (reference number CCDC 1945342). Crystallographic 
data are available free of charge at http://www.ccdc.cam.ac.uk/data_request/cif.

Data availability
All relevant data are included in the paper and its Supplementary Information.

Code availability
The Python script for analysing the Li+ solvation structure is available at https://
github.com/xianshine/LiSolvationStructure.git.
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